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TRACE TR-FFAP GC Columns

High-polarity phase optimized for FFAP analysis

 Polar phase, TPA modiied polyethylene glycol

 Bonded FFAP phase

 Quality tested for acidic compound analysis

POLAR

TRACE TR-FFAP GC Columns

ID (mm) Length (m) Film Thickness (μm) Cat. No. Quantity

0.25 15 0.25 260N130P 1 Each

30 0.25 260N142P 1 Each

60 0.25 260N154P 1 Each

0.32 30 0.25 260N143P 1 Each

50 0.5 260N230P 1 Each

0.53 15 0.5 260N213P 1 Each

30 0.5 260N225P 1 Each

1.0 260N298P 1 Each

TRACE TR-V1 GC Columns

Mid-polarity, thick-film columns

 Mid-polarity phase, 6% cyanopropylphenyl polysiloxane

 Thick ilms for the analysis of volatile analytes

 Low bleed suitable for MS detection

POLAR

Applications:

 Volatile organics

 Alcohols

 EPA 502.2, 608 and 624

TRACE TR-V1 GC Columns

ID (mm) Length (m) Film Thickness (μm) Cat. No. Quantity

0.18 20 1.0 260V495P 1 Each

0.25 30 1.4 260V332P 1 Each

60 1.4 260V333P 1 Each

0.32 30 1.8 260V339P 1 Each

60 1.8 260V341P 1 Each

0.53 30 3.0 260V396P 1 Each

Applications:

 FFAP analysis

 Acidic compound analysis


